
ROOF CONSTRUCTION

ROOF AGE UNKNOWN 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS METAL FLAT BUR MOD BIT TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 4

RESEAL SEAMS HEAVY RUST

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

MANY REPAIRS BRITTLE MEMBRANE

EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 5

FILL PONDING AREAS FIX DECK DEFLECTION

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 5

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 5

ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING -

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP SS GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING Barn

ROOF SQ FT 5,100

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $0.00

YEARLY PREVENTIVE MAINENANCE $500.00

ROOF RECOATING $51,000.00

ROOF REPLACEMENT $0.00

ADDITIONAL NOTES

THE ROOF LOOKS GOOD.  THE FASTENERS ARE RUSTING - RESEAL THEM ONLY IF THE BUILDING HAS BEEN 
REPORTED AS LEAKING.



An aerial view of the building.

An overview photo from the roof level.



ROOF CONSTRUCTION

ROOF AGE 1996 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS SINGLE PLY BUR MOD BIT TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 2

RESEAL SEAMS BLISTERS or RIDGING SS RATING

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

CRAZE CRACKING BRITTLE MEMBRANE

EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 5

FILL PONDING AREAS FIX DECK DEFLECTION

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 3

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT SS RATING

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 5

ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING 3

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP SS GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING Central Office

ROOF SQ FT 40,400

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $0.00

YEARLY PREVENTIVE MAINENANCE $1,500.00

ROOF RECOATING $0.00

ROOF REPLACEMENT $606,000.00

ADDITIONAL NOTES

ROOF IS OVER DUE FOR REPLACEMENT.



An aerial view of the building.

An overview photo from the roof level.



The photo below shows excessive wear to the membrane exposing the fibers.

The photo below shows holes in the building expansion joints.

HOLES



ROOF CONSTRUCTION

ROOF AGE 1998 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS METAL FLAT BUR MOD BIT TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 4

RESEAL SEAMS HEAVY RUST

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

MANY REPAIRS BRITTLE MEMBRANE

EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 5

FILL PONDING AREAS FIX DECK DEFLECTION

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 3

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 5

ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING -

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP SS GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING P1 Maintenance

ROOF SQ FT 1,300

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $2,000.00

YEARLY PREVENTIVE MAINENANCE $500.00

ROOF RECOATING $13,000.00

ROOF REPLACEMENT $0.00

ADDITIONAL NOTES

THE ROOF IS IN NEED OF REPAIRS.  BUDGET TO RECOAT IN THE NEXT FIVE YEARS.



An aerial view of the building.

An overview photo from the roof level.



ROOF CONSTRUCTION

ROOF AGE 1998 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS METAL FLAT BUR MOD BIT TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 4

RESEAL SEAMS HEAVY RUST

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

MANY REPAIRS BRITTLE MEMBRANE

EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 5

FILL PONDING AREAS FIX DECK DEFLECTION

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 3

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 5

ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING -

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP SS GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING P2 Telecom

ROOF SQ FT 1,800

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $2,000.00

YEARLY PREVENTIVE MAINENANCE $500.00

ROOF RECOATING $18,000.00

ROOF REPLACEMENT $0.00

ADDITIONAL NOTES

THE ROOF IS IN NEED OF REPAIRS.  BUDGET TO RECOAT IN THE NEXT FIVE YEARS.



An aerial view of the building.

An overview photo from the roof level.



ROOF CONSTRUCTION

ROOF AGE 1997 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS METAL FLAT BUR MOD BIT TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 6

RESEAL SEAMS HEAVY RUST

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

MANY REPAIRS BRITTLE MEMBRANE

EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 6

FILL PONDING AREAS FIX DECK DEFLECTION

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 6

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 6

ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING -

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP SS GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING P3 Family Resource Center

ROOF SQ FT 2,100

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $0.00

YEARLY PREVENTIVE MAINENANCE $500.00

ROOF RECOATING $21,000.00

ROOF REPLACEMENT $0.00

ADDITIONAL NOTES

THE ROOF LOOKS GOOD.



An aerial view of the building.

An overview photo from the roof level.



ROOF CONSTRUCTION

ROOF AGE 1991 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS METAL FLAT BUR MOD BIT TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 4

RESEAL SEAMS HEAVY RUST

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

MANY REPAIRS BRITTLE MEMBRANE

EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 5

FILL PONDING AREAS FIX DECK DEFLECTION

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 4

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 4

ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING -

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP SS GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING P4 Plan Room

ROOF SQ FT 1,100

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $0.00

YEARLY PREVENTIVE MAINENANCE $500.00

ROOF RECOATING $11,000.00

ROOF REPLACEMENT $0.00

ADDITIONAL NOTES

THE ROOF IS NOT RUSTING BUT IT IS VERY OLD.  SUGGEST BUDGETING FOR A FULL TREAT, REPAIR, AND 
COATING WITHIN THE NEXT YEAR OR TWO.



An aerial view of the building.

An overview photo from the roof level.



ROOF CONSTRUCTION

ROOF AGE UNKNOWN 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS METAL FLAT BUR MOD BIT TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 5

RESEAL SEAMS HEAVY RUST

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

MANY REPAIRS BRITTLE MEMBRANE

EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 5

FILL PONDING AREAS FIX DECK DEFLECTION

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 4

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 5

ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING -

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING P5 Management

ROOF SQ FT 1,400

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $0.00

YEARLY PREVENTIVE MAINENANCE $500.00

ROOF RECOATING $0.00

ROOF REPLACEMENT $21,000.00

ADDITIONAL NOTES

THE ROOF LOOKS GOOD.  THE PERIMETER FLASHING REPAIRS ARE AGING AND WILL SOON NEED TO BE 
REDONE.



An aerial view of the building.

An overview photo from the roof level.



ROOF CONSTRUCTION

ROOF AGE UNKNOWN 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS METAL FLAT BUR MOD BIT TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 2

RESEAL SEAMS HEAVY RUST

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

MANY REPAIRS BRITTLE MEMBRANE

EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 5

FILL PONDING AREAS FIX DECK DEFLECTION

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 3

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 5

ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING -

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP SS GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING P6 Bathrooms

ROOF SQ FT 450

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $0.00

YEARLY PREVENTIVE MAINENANCE $500.00

ROOF RECOATING $4,500.00

ROOF REPLACEMENT $0.00

ADDITIONAL NOTES

THE ROOF IS RUSTING.  TREAT, REPAIR, AND COAT.



An aerial view of the building.

An overview photo from the roof level.



ROOF CONSTRUCTION

ROOF AGE 1988 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS METAL FLAT BUR MOD BIT TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 3

RESEAL SEAMS HEAVY RUST

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

MANY REPAIRS BRITTLE MEMBRANE

EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 5

FILL PONDING AREAS FIX DECK DEFLECTION

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 3

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 4

ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING -

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP SS GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING P7 Paint

ROOF SQ FT 1,200

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $0.00

YEARLY PREVENTIVE MAINENANCE $500.00

ROOF RECOATING $12,000.00

ROOF REPLACEMENT $0.00

ADDITIONAL NOTES

THE ROOF IS NOT RUSTING BUT IT IS VERY OLD.  SUGGEST BUDGETING FOR A FULL TREAT, REPAIR, AND 
COATING WITHIN THE NEXT YEAR OR TWO.



An aerial view of the building.

An overview photo from the roof level.



ROOF CONSTRUCTION

ROOF AGE 1987 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS METAL FLAT BUR SHINGLE TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 5

RESEAL SEAMS HEAVY RUST

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

MANY REPAIRS BRITTLE MEMBRANE

EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 6

FILL PONDING AREAS FIX DECK DEFLECTION

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 5

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 6

ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING -

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP SS GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING Shed Carport

ROOF SQ FT 3,700

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $0.00

YEARLY PREVENTIVE MAINENANCE $500.00

ROOF RECOATING $0.00

ROOF REPLACEMENT $55,500.00

ADDITIONAL NOTES

THE ROOF LOOKS GOOD WITH ONLY THE VERY FIRST SIGNS OF WEAR ON THE SHINGLES.



An aerial view of the building.

An overview photo from the roof level.



ROOF CONSTRUCTION

ROOF AGE 1996 0-5 YEARS 5-10 YEARS 10-15 YEARS 15+ YEARS

DECK TYPE METAL PLYWOOD PLANK CONCRETE LW CONCRETE

INSULATION NONE ISO FIBER PERLITE STYRO

INSUL THICK 1 INCH 2 INCH 3 INCH 4 INCH TAPERED

MEMBRANE METAL SS SINGLE PLY BUR MOD BIT TWO SYSTEMS

MEM SURFACE COATING MS CAP GRAVEL SMOOTH GRANULE

FLASHINGS CAPSHEET HYPALON

DRAINAGE JOSAM SCUPPERS GUTTERS OVER EDGE

SLOPE SLIGHT 1:12 2:12 3:12 6:12

ROOF CONDITION - RATINGS (1-10) and RECOMMENDATIONS #

FIELD REPAIRS NEEDED RATING 4

RESEAL SEAMS SOME BLISTERS AND RIDGING ADJ BUR 3

CLEAR ROOF OF DEBRIS DECK REPAIR NEEDED

DECK REPAIR SUSPECTED RESEAL/RPLACE FASTENERS

CRAZE CRACKING BRITTLE MEMBRANE

ADJ BUR EXCESSIVE WEAR MEMBRANE FIBERS EXPOSED

PITCH/POND REPAIRS NEEDED RATING 5

FILL PONDING AREAS FIX DECK DEFLECTION ADJ BUR 3

SOME PONDING EXCESSIVE PONDING

FLASHING REPAIRS NEEDED RATING 3

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT ADJ BUR 3

RESEAL/RECOAT AC DUCT RESEAL/RECOAT WALL

RESEAL WALL FLASHING WALL REPAIR NEEDED

DRAINAGE REPAIRS NEEDED RATING 5

ADJ BUR ADD/ENHANCE CRICKETS ADD/ENHANCE OVERFLOW ADJ BUR 3

CLEAR DRAINS ADD GUTTER

GUTTER REPAIR NEEDED GUTTER COATING NEEDED

PENETRATION REPAIRS NEEDED RATING 4

RESEAL/REPAIR ALL RESEAL/REPAIR SELECT ADJ BUR 3

REPLACE SKYLIGHT RAISE HEIGHT WHEN POSSIBLE

ADDITIONAL ACTION NEEDED

IMPROVE ROOF ACCESS ADD EXTERNAL LADDER

REMOVE DEAD EQUIPMENT

MAINTENANCE KEEP DRAINS CLEAN KEEP WATERWAYS CLEAN

SPOT REPAIR UNTIL REROOF TRIM TREES

CLEAR ROOF OF DEBRIS HVAC REPAIR NEEDED

HAZMAT SUSPECTED KEEP SS GUTTERS CLEAR

LEAKS EVIDENCE OF LEAKS YES NO

ROOF CONDITION - OVERALL SYSTEM RATING

VERY POOR REPLACE OR COAT IMMEDIATELY - SPOT REPAIRS ONLY

POOR ADJACENT LOWER BUR ROOFS - REPLACE OR COAT IN 1-2 YEARS - SPOT REPAIRS ONLY

FAIR REPLACE OR COAT IN 3-5 YEARS

MARGINAL REPLACE OR COAT IN 5-10 YEARS

GOOD REPLACE OR COAT IN 10-15 YEARS

EXCELLENT ONLY IF ROOF IS LESS THAN 5 YEARS OLD

BUILDING INFORMATION

FACILITY Education Center

DATE November 6, 2014

BUILDING Shop Warehouse Lounge

ROOF SQ FT 44,000

BUDGET ESTIMATES

IMMEDIATE REPAIRS AS RECOMMENDED $5,000.00

YEARLY PREVENTIVE MAINENANCE $1,500.00

ROOF RECOATING $0.00

ROOF REPLACEMENT $660,000.00

ADDITIONAL NOTES

MAIN UPPER ROOFS ARE AGING VERY WELL.  RESEAL PENETRATIONS ON THE UPPER ROOFS.  LOWER 
ADJACENT ROOFS ARE AGING MORE NORMALLY.  BUDGET TO REPLACE IN THE NEXT COUPLE YEARS.   



An aerial view of the building.

An overview photo from the roof level.



The photo below shows a small BUR roof that is in poor condition.

The photo below shows that wall and cap flashing need to be resealed and coated.
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